ION BLOWER ION BLOWER
AMF-95 Series

H|EMS / Product Performances

H|SALE / Product Specification Relation between Distance and Decay Time

Category Specification
. Decay Time(sec
1-fan | 2-fan | 3-fan ‘ 4-fan ‘ 5-fan Distance y (o)
U2 2 (Input voltage) AC 100-240V~, 50/60Hz or DC 24V+10% (Cm) 1 2 3 4 5 6 7 8 9 10
AH| 2 i
| 221 AC (Power consumption) Max. 24W Max. 80W 30 ® -
AH| 28 DC (Power consumption) Max. 17W Max. 55W 60
- L
28 04 (Output frequency) 50ktz -
0|2 A BEAL (1on generating method) | Corona discharge 90 ® g 5
ZdQt 217} EHAL (Voltage application method) | High Frequency AC 120 | ® _ é
- 2 & (Material) Body : ABS / Emitter pins : Titanium
| - . Air volume : Max 1.75m*/min, Measurement condition : 1kV — 0.1kV/ 5
- AT WAl (Emitter replacement) |Replaceable Charged plate dimensions : 150mm x 150mm, Capacity : 20pF E
XTI YA (Emitter Cleaning) Clean button . X X X : m
0l WaiA (lon balance) Under average £10V Relation between Width Direction and Decay Time o)
| 72| (Coverage distance) 100mm~1200mm 200 i
C|A~Z2|0] (Display) HV LED(G/R) , FAN LED(G/R) ] e s e _I I
3 & (Air Volume) Max. 1.75m* /min[per 1-fan] g ________________________ B
Z8HH2F (Ozone generation) Under 0.05ppm E 0 }, e . G . J—
AF22% (Ambient temperature) | 0~50C 0;3 1sec\ 2sec | |
AHB&E (Ambient humidity) 35~65%RH(No condensation) 2 ——//j
el
=
x HEQ AIY2 Hs S floto] 2o 82 glo| MAE & BTt
Specification is subject to change without notice for the improvement of
product performance.
=& / Advantages
1IE s / g Air volume : Max 1.75m*min, Measurement condition : 1kV — 0.1kV/ Coverage Distance(mm)

Charged plate dimensions : 150mm x 150mm, Capacity : 20pF
x 7| Heefme Gat AEA 7IEY LT (This graph is based on our laboratory environment testing.)

CAHIE UEEY HEZ| HES 0188 A3 AAJ|s IS

Auto pin cleaning function by one-touch button on controller A =22t / Dimensions
MM E5HAME 27| HA 7|S ERzY
. 2082 o S T = S d q ~ _ q . . - :
Auto pin cleaning function can be operated on a daily basis by setting menu. Single type - Multi-Fan type (Example: 3-fan) Customized configurations c
4 ategory Code Length[mm]
.PLCE 023 B4T|5 52 7t I P Contol box A 515
Auto pin cleaning function is available with PLC communication. . R Fan module E 103
....'" J— Bracket Assy F 1"
LU ARKDC/AQ)Y| U2 2 MEd JHs N o o N Side cover G 15.2
Able to choose products by the types of input voltage systems (DC 24V or AC 100~240V) ° "ol hot ’ g
° Height H 1419
° J
§ Depth | 69.5
\ Bracket Length J 137.4
. + ® Example 1 Bracket Depth K 65
e ey
<Side View> <Front View> g Bracket Width M &
‘ Length[mm]
M B 103
‘ C 51.5
Standard configurations D 103
E 103
F "
G 15.2
A 0\ 02 R
H 1419
ARER W 2E, S 2Y YA Okt Zojt Y Tts | 69.5
Various assembly configurations of fan modules and spacing boxes are enabled J 1374
K 65
M 60

L CETE PN
Easy maintenance & cleaning
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