HAND-HELD ELECTROSTATIC FIELDMETER

ARS-H002ZA

HZ ALY / Product Specification

Category ‘ Specification
Q121 ¢ (Input voltage) 9V+10% (Alkaline battery use)
MM (Sensor) Oscillating chopper type (DIT)
=3 Ae2| (Distance) 25mm (+0.5mm)

dUzc o
(Precise mode) ‘ 2KV (£10%)

=3 e gyre o
(Range / Autochange) (Expanded mode) £20kV (£10%)

oj2¥HA 233
(lon balance mode)
U9 23¥RE 10V (-1.99kV~+1.99kV)

(Electrostatic voltage
§AFE (Resolution) mode) 100V (<-20.0kV, »+20.0kV)

oW~ 2HmC

+300V (£10%)

ol

(lon balance mode) v
SH && (Response time) 1sec
C|AE2{0| (Display) HTN-LCD
£ A (Communication) USB communication

A2 2% (Ambient temperature) 0C ~ +50C (32~122°F)
ALEEE (Ambient humidity) 35~85%RH (No condensation)

ARS-H002ZA 5 HEC| AIYS M5 S gl3tol HEo| Sk l0] MAE 4 UBLICH

Specification is subject to change without notice for the improvement of
product performance.

E=E"S DONG IL TECHNOLOGY LTD.

HE& / Advantages
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\
SICIF 27|15 / o2 E20|E 322 £ WAl 28t PCet HASI0] HAIZE ZLER / X 7t5. (USBEEE 0|8510] 242t W)
Rotatable header makes measuring electrostatic more convenient in Real time monitoring and data logging in computer through a USB port

any place.

H|ZL|BE / Dimensions

(Unit : mm)
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