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Category Specification
& M (Input voltage) DC 24V +10%
3 A2 (Input current) 130mA
AH| 2 (Power consumption) | Max 3W
Al M (Sensor) Oscillating chopper type (DIT)
dgzce
- . (Precise mode) 25mm (+0.5)
=74 7{2] (Distance) soc o
(Expanded mode) 50~700mm (+0.5mm) =
yusc @
) (Precise mode) | 2KV 5%) ~
2% ¥¢9| (Range) - ©)
e i=l=, 50~300mm:£20kV (£10%) =
(Expanded mode) 301~700mm:+20kV (+20%) m
yumc v By
N . (Precise mode)
ali&t (Resolution) =
i 1ov
(Expanded mode)
ME T (Linearity) +5% F.S
SH &k (Response time) 20ms (Can be programmed)
ARS-SO05W1 Output voltage (1~5v)
o217 £3 (Analog output) ARS-S005U1 Output voltage (0~5v)
ARS-S005C1 Qutput current (4~20mA)
£ A (Communication) RS-485
AR 2% (Ambient temperature)| 0C ~ +50C (32~122°F) %
AtEEE (Ambient humidity) 35~85%RH (No condensation) =
x HEQ A2 s 7S ot o EE ¢lo] MFE 4 AFLch 8
Specification is subject to change without notice for the improvement of N
= product performance. —
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Free monitoring program can be down-loaded on
web-site (% Customizing Ul is not available)

1CHe| HFE{R 2|CH 30CH2] ARS-S005 SeriesE AA|ZF 2LIE{R & 4~ UELICE
[RS485& 4! AtE]

User can monitor up to 30 ARS-S005 Series units in real-time with one computer.
[Using RS485]
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(Unit : mm)
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